| BROMO FACADE SYSTEMS
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pesthedic solitions Phat remave
V%e /[MN‘.J' @/ areﬁv‘[l/(vy

» The CWA 50 EP facade system provides insulation and superior performance in challenging
climatic conditions with its monolithic condensate channel gasket.

» Various profile designs with different wall thicknesses and depths are available to meet
different static requirements.

» With thermal insulated glazing frame profiles heat insulation performance has been moved
to a high level.

= CWA 50 EP cephe sisteminde yekpare kullanilan kondens kanalli fitil ile yalitim ve zorlu
iklim sartlarinda tUstin performans saglamaktadir.

» Farkli statik degerleri karsilayabilecek degisik et kalinhgi ve derinliklere sahip profil
tasarimlari mevcuttur.

* Isiyalitim bariyerli kaset uygulamasi ile isi yalitim performansi yliksek seviyeye
tasinmistir.



Technical Properties [ Teknik Ozellikler

Heat Transfer Coefficient Isil Gegirgenlik Katsayisi 178 W/m2K - 2,87 W/m2K
Max. Vent Weight Maksimum Kanat Agirligi 130 Kg

Max. Vent Width* Maksimum Kanat Eni* 1500 mm

Max. Vent Height* Maksimum Kanat YUksekligi* 1800 mm
Horizontal-Vertical Profile Width  Yatay-Dusey Profil Genisligi 50 mm
Horizontal-Vertical Profile Height  Yatay-Dusey Profil Yiksekligi 60 mm-120 mm

Min. Mullion Thickness Minimum Mulyon Et Kalinligi 1,8 mm

Max. Mullion Thickness Maksimum Mulyon Et Kalinlhig 5mm

Min. Glazing Thickness Minimum Cam Kalinhigi 6 mm

Max. Glazing Thickness Maksium Cam Kalinhig 40 mm

* Please consult regarding maximum weight and dimensions for other opening types and glass combinations.
* Farkli agilim tipleri ve cam kombinasyonlarindaki maksimum adirlik ve dlguler igin litfen danisiniz.

Technical Drawings [ Teknik Cizimler

Opening Types [ Acilim Tipleri
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