| BROMO FACADE SYSTEMS

| cWA 50 HV
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» The CWA 50 HV facade hidden hinge system combines facade elements with high
functionality and optimal thermal insulation.

» There are several vertical and horizontal profile designs with varying wall thicknesses and
depths which can meet different static values.

» With thermal insulated glazing frame profiles heat insulation performance has been moved
to a high level.

* CWAS50 HV cephe gizli kanat sistemi cephe elemanlarini yiksek derecede islevsellik ve
optimum isi yalitimiile uyumlu bir sekilde birlestirir.

= Gizli mentese uygulamasi ile isi yalitimli kanat acilimi uygulamalarinda konforlu ve estetik
bir gorintl elde edilir.

* Kapakl, yari kapakli ve silikon cephe sistemlerinde gizli kanat uygulamalari mevcuttur.



Technical Properties [ Teknik Ozellikler

Heat Transfer Coefficient Isil Gecirgenlik Katsayisi

Max. Vent Weight Maksimum Kanat Agirligi
Max. Vent Width* Maksimum Kanat Eni*

Max. Vent Height* Maksimum Kanat Yuksekligi*

Horizontal-Vertical Profile Width  Yatay-Dusey Profil Genislidi
Horizontal-Vertical Profile Height  Yatay-Dusey Profil Yiksekligi

Min. Mullion Thickness Minimum Mulyon Et Kalinlig
Max. Mullion Thickness Maksimum Mulyon Et Kalinligi
Min. Glazing Thickness Minimum Cam Kalinlig

Max. Glazing Thickness Maksium Cam Kalinlig

* Please consult regarding maximum weight and dimensions for other opening types and glass combinations.
* Farkli agilim tipleri ve cam kombinasyonlarindaki maksimum agirlik ve dlciler icin litfen daniginiz.

Technical Drawings [ Teknik Cizimler
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Opening Types [ Acilim Tipleri
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