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» The CWA 50 SG offers high-quality solutions for large-unit, elegant, fully glazed building
envelopes, both architecturally and technologically.

» The fully glass exterior of the building makes it one of the most preferred systems from an
architectural perspective.

» It provides extra safety with a specially designed glass sub-support option for the system.

* CWAS50 SG hem mimari hem de teknoloji agisindan yiksek kalitede olan biytk Gniteli,
zarif, tamamen cam cepheli bina kabugu icin céztimler sunar.

* Binadis gorlinisiiniin tamamen cam olmasi mimari acidan en cok tercih edilen
sistemlerden biri olmasini saglar.

* Sistem icin 6zel tasarlanmis cam alti takoz secenegdi ile ekstra glivenlik saglar.



Technical Properties | Teknik Ozellikler

Heat Transfer Coefficient Isil Gegirgenlik Katsayisi 1,98 W/m?K - 2,88 W/m?2K
Max. Vent Weight Maksimum Kanat Agirligi 130 Kg

Max. Vent Width* Maksimum Kanat Eni* 1400 mm

Max. Vent Height* Maksimum Kanat YUksekligi* 1800 mm

Mullion Profile Width Mulyon Profili Genisligi 50 mm

Mullion Profile Height Mulyon Profili Yuksekligi 80 mm -200 mm
Transom Profile Width Transom Profili Genisligi 50 mm

Transom Profile Height Transom Profili Ytksekligi 5mm -125mm

Transom Thickness Transom Et Kalinhg: 1,6 mm-22 mm

Glazing Thickness Cam Kalinhg 6 mm &40 mm

* Please consult regarding maximum weight and dimensions for other opening types and glass combinations.
* Farkliacilim tipleri ve cam kombinasyonlarindaki maksimum adirlik ve dlciler icin litfen danisiniz.

Technical Drawings [ Teknik Cizimler

Opening Types [ Acilim Tipleri
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