The FBA 270 T pergola system features a motorized aluminum louvered roof that can
rotate 90°in its current position.

It stands out with its built-in gutter in the supporting chassis and low maintenance
requirements.

It offers flexibility with its free standing (independent mounting) option.

FBA 270 T pergola sistemi, mevcut konumunda 90° dénebilen motorlu aliminyum lamel
tavan ozelligi sunmaktadir.

Tastyici sasiye dahili oluk ve distik bakim gereksinimi ile dne citkmaktadir.
Free standing (bagimsiz montaj) secenedi ile esneklik sunmaktadir.
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Chassis Profile
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Integrated gutter in the load-bearing system
% Taslyici sisteme dahili oluk

Rainwater drainage system
Yagmur suyu drenaj sistemi

Technical Properties [ Teknik Ozellikler
Louver Width

Louver Spacing

Chassis Profile Depth

Chassis Profile Height

Front Pillar

Back Pillar

Maximum Depth

Maximum Width

Led Lighting

*Itis an unreinforced measurement.
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Louver Profile
Lamel Profili

Led sistemine uyumlu isik profili

@ Electrostatic powder coating in all RAL colors
Tum RAL renklerinde elektrostatik toz boya

Lamel Genigligi

Lamel Aks Mesafesi

Sasi Profil Derinligi

Sasi Profil Yuksekligi
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Maksimum Derinlik *

Maksimum Genislik* (Lamel Uzunlugu)

Led Aydinlatma

Lighting profile compatible with LED systems

Pillar Profile oo 150 mm

Kolon Profili W3

21,5 mm

Pillar Cover Profile

Freestanding
Bagimsiz Montaj

Lower maintenance
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