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| ARTOS SLIDING SYSTEMS

| SAT 120
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= The ARTOS SAT 120 sliding system comes in two types: SAT 120S and SAT 120LS (Lift &Slide). The
SAT 1208, with a 24 mm thermal barrier, allows applications up to 250 kg, while the SAT 120LS
supports applications for up to 400 kg. It is also suitable for the use of elegant insect screens
and automatic lift accessories.

* The SAT 120 system includes alternative application options with monorail, 2-rail, or 3-rail
configurations.

* |t combines high performance with a sleek design to offer alternative solutions for commercial
projects, residential, and building applications.

= ARTOS SAT 120 stirme sistemi, SAT 120S ve SAT 120LS (Kaldir-Siir) olmak tizere iki farkli tiire

sahiptir. SAT 120S, 24 mm i1si bariyeri ile 250 kg’a kadar uygulamalara imkan verirken, SAT
120LS 400 kg kanat uygulamalarint mimkun kilar.

= SAT 120 sistemi; monoray, 2 ya da 3 rayli secenekleri ile alternatif uygulama secenekleriicerir.

» Yuksek performansi sik tasarimiyla birlestirerek ticari projelerde, konut ve binalarda
kullanilmak lizere alternatif coziimler sunar.




Technical Properties | Teknik Ozellikler
Polyamid Thermal Insulation Polyamid Isi Bariyeri
Vent Profile Depth

Vent Profile Height

Vent Profile Height (L&S)

Max. Vent Weight

Max. Vent Weight (L&S)

Max. Vent Width*

Max. Vent Height*

Rail Profile Depth (Monorail)

Rail Profile Depth (2 rail)

Rail Profile Depth (2 rail fly screens)

Rail Profile Depth (3 rail)

Rail Profile Depth (4 rail)

Bottom Rail Profile Height (Monorail)
Bottom Rail Profile Height (2,3 and 4 rail)
Min. Profile Thickness

Max. Profile Thickness

Glazing Thickness Cam Kalinligi

Kanat Profili Derinligi

Kanat Profili Ytksekligi

Kanat Profili Yiiksekligi (L S)
Maksimum Kanat Agirhig
Maksimum Kanat Agirhgi (L S)
Maksimum Kanat Eni*
Maksimum Kanat YUksekligi*
Kasa Derinligi (Monoray)

Kasa Derinligi (2 raylr)

Kasa Derinligi (2 rayli sineklikli)
Kasa Derinligi (3 rayli)

Kasa Derinligi (4 raylr)

Kasa YUksekligi (Monoray)
Kasa Yiiksekligi (2,3 ve 4 raylh)
Minimum Profil Et Kalinhg
Maksimum Profil Et Kalinligi

16 mm & 24 mm
50,5 mm
50,5 mm
75,4 mm
250 Kg
300 Kg
2800 mm
3000 mm
M,5 mm
123,5mm
155 mm
184,4 mm
2453 mm
50,5 mm
46,4 mm
1,5 mm
2mm

6 mm-36mm

* Please consult regarding maximum weight and dimensions for other opening types and glass combinations.

*Farkliacilim tipleri ve cam kombinasyonlarindaki maksimum agirlik ve dlctler icin lutfen danisiniz

Technical Drawings [ Teknik Cizimler

Opening Types [ Acilim Tipleri
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