The WGA 60 Veranda System offers unlimited horizontal span application, a gutter that
can be integrated into the support system, and low maintenance requirements.

It offers two vertical mullion options: with LED channels or standard, as well as a
free-standing option.

It offers laminated glass and polycarbonate roof options, as well as a roof that can be
divided with horizontal profiles.

WGA 60 Veranda Sistemi, yatayda sinirsiz mesafede uygulama imkani, tasiyici sisteme
entegre edilebilir oluk ve disiik bakim gereksinimi sunmaktadir.

LED kanalli ve standart olmak tizere iki farkli diisey tasiyici (mullion) secenegiile free
standing (bagimsiz montaj) opsiyonu sunulmaktadir.

Lamine cam ve polikarbon tavan secenekleriile yatay kayitla bélinebilir tavan imkani
sunulmaktadir.




Technical Drawings [ Teknik Cizimler
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Integrated gutter in the load-bearing system
% Taslyici sisteme dahili oluk

Rainwater drainage system
Yagmur suyu drenaj sistemi

Technical Properties [ Teknik Ozellikler
Mullion Width

Mullion Height

Front Pillar

Back Pillar

Max. Depth

Max. Spacing Between Two Pillars*
Ceiling Slope

Led Lighting

Maximum Polycarbonate Thickness
Glazing Thickness

*|tis an unreinforced measurement.

* Takviyesiz dlgudur
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@ Electrostatic powder coating in all RAL colors
Tum RAL renklerinde elektrostatik toz boya

Mullion Genigligi

Mullion Yuksekligi

On Dikme

Arka Dikme

Maks. Derinlik*

Maks. iki Ayak Arasi Mesafe*
Tavan Egimi

Led Aydinlatma

Maksimum Polikarbon Kalinligi

Cam Kalinligi

Lighting profile compatible with LED systems
Led sistemine uyumlu isik profili
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Sasi Profili
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Freestanding
Bagimsiz Montaj

Lower maintenance
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